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Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
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and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 
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FOREWORD 

This Indian Standard was adopted by the Bureau of Indian Standards, after the draft finalized by 
the Narrow Fabrics, Webbings and Braids Sectional Committee had been approved by the Textile 
Division Council. 

This Indian Standard which was first published in 1969 has been taken up for revision. This 
revised version has been prepared on the basis of information provided by M/s Bharat Heavy 
Electricals Ltd, Bhopal. 

Three varieties of cotton stripping tapes which are presently in use are specified in this revised 
version. 

Cotton stripping tapes conforming to this specification are intented for binding the outsides of 
coils in electrical machinery before impregnation with suitable impregnating varnish and to be 
stripped off afterwards, so as to leave a clean, even surface on the coils. 

For the purpose of deciding whether a particular requirement of this standard is complied with, 
the final value observed or calculated, expressing the result of a test, shall be rounded off 
in accordance with IS 2 : 1960 *Rules for rounding of numerical values ( revised)'. The number 
of significant places retained in the rounded off value should be the same as that of the specified 
value in this standard. 
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1 SCOPE 

1.1 This standard prescribes the constructional 
details and other particulars for three varieties 
of cotton stripping tape suitable for electrical 
purpose. 

2 REFERENCES 

2.1 The Indian Standards listed at Annex A are 
necessary adjuncts to this standard. 

3 MANUFACTURE 

3.1 The stripping tape shall be woven uniformly 
and firmly from unbleached cotton yarn. The 
selvedges shall be uniform throughout the 
length of the tape. 

4 REQUIREMENTS 

4.1 Physical 

The cotton stripping tape shall comply with the 
requirements as specified in Table 1. 

4.2 Length per Roll 

The length of tape per roll shall be 50 metres 
or its multiple. Each roll shall be free from 
joints as far as possible. However, 5 percent 
of the rolls may be permitted to have one joint 
subject to the condition that each length shall 
not be less than 20 metres. 

4.2.1 The length shall be measured by methods 
prescribed in IS 1954 : 1969. 



5 PACKING 

5.1 The rolls shall be packed in such manner so 
as to avoid any damage during storage and 
transit. 

6 MARKING 

6.1 Each roll of tape shall be suitably marked 
with the following information: 

a) Name of the material; 

b) Variety number; 

c) Length of roll in metres; 

d) Width of tape in mm; and 

e) Manufacturer's name, initials or trade- 
mark, if any. 

6.2 The roll and package may also be marked 
with the Standard Mark. 

7 SAMPLING AND CRITERIA FOR 
CONFORMITY 

7.1 Lot 

The quantity of stripping tape of the same type 
and delivered to a buyer against a despatch 
note shall constitute a lot. 

7.2 The conformity of a lot to the requirements 
of this standad shall be determined on the basis 
of the tests carried out on the rolls selected 
from the lot. 



Table 1 Constructional Particulars of Cotton Stripping Tape 

( Clause A A ) 



Variety 


Thickness 


Width 


Ends/dm, 


Picks/dm, 


Breaking Load 


Weave 


No. 


mm 


mm 


Min 


Min 


N/mm Thickness/ 
cm Width, Min 




(1) 


(2) 


(3) 


l4) 


(5) 


(6) 


(7) 


1. 


0125±0-025 


15, 20, 25, 30, 40 or 50 


330 


180 


400 


Plain 


2. 


0-2 ±005 




300 


160 


400 


Plain 


3. 


0-4 ±0-08 




270 


140 


400 


Herring bone 


Method 
of Test 


IS 7702 : 1975 


IS 1954 : 1969 


< IS 1963 


• 1981 -> 


IS 1969 : 1985 


Visual 
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7.3 The number of rolls shall be selected at 
random as per IS 4905 : 1968 as given in 
Table 2. 

7.4 For evaluating (a) width, (b) number of 
ends, (c) picks per decimetre, (d) thickness, 
and (e) length, the rolls selected according 
to 7.3 shall constitute the test sample. 

7.5 For evaluating breaking load, the number 
of rolls specified in col 4 of Table 2 shall 
constitute the test sample. These rolls may be 
selected from those drawn for the purposes 
of 7.4. One test specimen shall be drawn from 
each roll thus selected. 

7.6 Criteria for Conformity 

The lot shall be considered conforming to the 
requirements of this specification if the follow- 
ing conditions are satisfied: 

a) The number of rolls found defective for 
any one or more of the characteristics 
mentioned in 7.4 ( except length ) does 
not exceed the corresponding number 
given in col 3 of Table 2. 



b) 



NOTE — In case of length, the value obtained 
for the length of the each roll shall be compared 
with its specified, declared or marked length. 
The mean percentage deficiency in length, if 
any, shall be determined and made applicable 
to the lot. 

From the observed value for breaking 
load the average X and the range R are 
calculated and the value of the express- 
ion X—0-4R is greater than or equal to 
the specified value. 

Table 2 Sample Size and Criteria 
for Conformity 

( Clauses 7.3, 7.5 and 7.6 ) 



Lot Size 

(No. of 
Rolls ) 


Sample 
Size 


Permissible 

Number of 

Defective 

Rons 


Sub-Sample 
Size 


(1) 


(2) -' 


(3) 


(4) 


Up to 100 


8 


1 


5 


101 to 300 


13 


1 


6 


301 to 500 


20 


2 


7 


501 to 1000 


32 


3 


8 


1 000 and above 


50 


5 


10 



ANNEX A 
( Clause 2.1 ) 



IS No. 

1954 : 1969 



1963 : 1981 



Title IS No, 

Methods for determination 1969 : 1985 
of length and width of fabrics 
( first revision ) 



Methods for determination of 
threads per unit length in 
woven fabrics ( second 
revision ) 



4905 
7702 



1968 
1975 



Title 

Methods for determination of 
breaking load and elongation 
of woven textile fabrics 
( second revision ) 

Methods of random sampling 

Method for determination of 
thickness of woven and 
knitted fabrics 



standard Mark 

The use of the Standard Mark is governed by the provisions of the Bureau of Indian 
Standards Acty 1986 and the Rules and Regulations made thereunder. The Standard Mark 
on products covered by an Indian Standard conveys the assurance that they have been 
produced to comply with the requirements of that standard under a well defined system 
of inspection, testing and quality control which is devised and supervised by BIS and 
operated by the producer. Standard marked products are also continuously checked by 
BIS for conformity to that standard as a further safeguard. Details of conditions under 
which a licence for the use of the Standard Mark may be granted to manufacturers or 
producers may be obtained from the Bureau of Indian Standards. 



Bureau of Indian Standards 

BIS is a statutory institution established under the Bureau of Indian Standards Act, 1986 to 
promote harmonious development of the activities of standardization, marking and quality 
certification of goods and attending to connected matters in the country. 

Copyright 

BIS has the copyright of all its publications. No part of these publications may be reproduced 
in any form without the prior permission in writing of BIS. This does not preclude the free use, 
in the course of implementing the standard, of necessary details, such as symbols and sizes, type 
or grade designations. Enquiries relating to copyright be addressed to the Director 
( Publications ), BIS. 

Revision of Indian Standards 

Indian Standards are reviewed periodically and revised, when necessary and amendments, if 
any, are issued from time to time. Users of Indian Standards should ascertain that they are in 
possession of the latest amendments or edition. Comments on this Indian Standard may be 
sent to BIS giving the following reference: 

Doc : No. TX 12 ( 2692 ) 
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Central : Manak Bhavan, 9 Bahadur Shah Zafar Marg 
NEW DELHI 110002 

Eastern : 1/14 C. I. T. Scheme VII M, V. I. P. Road, Maniktola 
CALCUTTA 700054 

Northern : SCO 445-446, Sector 35-G, CHANDIGARH 160036 

Southern : C. I. T. Campus, IV Cross Road, MADRAS 600113 

Western : Manakalaya, E9 MIDC, Marol, Andheri ( East ) 
BOMBAY 400093 

Branches : AHMADABAD. BANGALORE. BHOPAL. BHUBANESHWAR. COIMBATORE. 
FARIDABAD. GHAZIABAD. GUWAHATI. HYDERABAD. JAIPUR. KANPUR. 
LUCKNOW. PATNA. THIRUVANANTHAPURAM. 



1 



86 26, 37 86 62 
53 38 43, 53 16 40, 
53 23 84 



C235 02 16, 235 04 42, 

i235 15 19, 235 23 15 

J632 92 95, 632 78 58, 

1632 78 91, 632 78 92 



Printed at Printwell Printers, Aligarh. India 



